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REVISIONS ARE AS FOLLOWS:

SPECIAL CONTRACT REQUIREMENTS

Page F-20, Subsection 401.19 Revised first paragraph

ENCLOSURES

Page F-20



F-20 

 

Special Contract Requirements 
Project:  WA PRA-MORA 10(11), SR 123-2 and SR 410-1c 

(b) Type V pavement roughness (straightedge measurement).  Use a 10 foot metal 
straight edge to measure at right angles and parallel to the centerline.  Defective areas are 
surface deviations in excess of 0.2 inch in 10 foot between any two contacts of the 
straightedge with the surface. 

(c) Defective area correction.  Correct defective areas from paragraphs (a) or (b) above.  
Obtain approval for the proposed method of correction.  Grinding is an acceptable method of 
correction provided the area ground does not exceed 430 square feet per location, and is 
limited to an average of 1 location per lane mile with no more than two locations per lane 
mile.  Grinding in excess of these limits is not an acceptable method of correction unless it is 
accompanied by an overlay or a single-course surface treatment over the entire length of the 
project. 

If grinding is allowed, grind the pavement surface with a diamond blade machine and apply 
a fog seal according to Subsection 409.10.  The endpoints of the areas where a grinder is to 
be applied must be optimized via grinding simulation using ProVal’s Smoothness Assurance 
Grinding option.  Grinding simulation must be done with the purpose of grinding the 
minimum area needed to decrease the roughness to acceptable limits. 

If no corrections are allowed, no adjustment will be made to the average pay factor (Pave) 
determined from Table 401-3 or the pay adjustment factors determined from Table 401-4. 

If corrections are allowed, the CO will re-measure the pavement profile once at no expense 
to the Contractor.  Subsequent re-measures will cost $2,000.  Data from analysis of the most 
recent profile measurement will be used to determine the Pave determined from Table 401-3 
or the pay adjustment factors determined from Table 401-4. 

Each area of localized roughness remaining in the final paved surface course, regardless of 
whether corrections are allowed or not, will be accessed an additional deduction of $200. 

Payment 

401.19  Delete the last paragraph and substitute with the following: 

For this contract, the pay item for Superpave hot asphalt concrete pavement is type IV pavement 
roughness.  A separate pay adjustment will be made.  The dollar amount of the adjustment will 
be determined as follows: 

Type IV Pay Adjustment = [(∑PAF) * (UBP)] – [200 * (NLRA)]  
where: ∑PAF = summation of individual pay adjustment factors from Table 401-4 

UBP = unit bid price 
NLRA = number of localized roughness areas remaining in final pavement 
surface course 
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